




Cap MiniMax

Cap 15
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Cross sectional drawing of the Cap MiniMax – not to scale
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Actual depth with bracket: ca. 206 mm 



Cap MiniMax
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Possibilities for installation, Examples

ca. 206

ca. 166 ca. 40
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Wall mounting Ceiling mounting

Ceiling mounting with ceiling bracket, compact



Topas, without top Cap 
Topas, with top Cap MiniMax
Topas MiniMax, without top I 2000 K 2000
Topas MiniMax, with top N 2000

Semina

Quantity No. of arms

Width Projection angle

For 2-piece systems:

Vent covering bracket Sliding support (not for 

(not for Semina, N 2000) Semina, Cap, N 2000)

Cap MiniMax and Topas MiniMax
lower positioned folding arm left right

Options for Topas without top and Cap 
as well as I 2000 and K 2000

Valance Plus height (cm) 100 150 200

Position of drive Valance Plus left right

(Standard as awning side)

Fixing brackets
Brackets for wall mounting on concrete surfaces C20/25

(without spacer sleeves)

For other surfaces/assembly configurations, please enter 

the quantity and article number of the relevant brackets in

accordance with the Pricelist Brackets.

Quantity Article No.

Quantity Article No.

or enter the quantity of the required brackets/mounting plates

individually:

Brackets Quantity Mounting plates Quantity

Wall bracket (85 mm) 280 x 240 x 15 mm 

Wall bracket (260 mm) 280 x 640 x 15 mm 

Joist fix 370 x 640 x 15 mm 

Ceiling bracket Base plate

(with wall bracket) 180 x 100 x 15 mm

Ceiling bracket, compact Base plate

(only Topas w. t., Cap) 178 x 75 x 4 mm 

Spacer sleeves Tube PA6 Natur (5 tubes, each 100 cm)

Spreader tube, rectangular (4 tubes, each 100 cm)

Motor drive (viewed from the outside)

Motor left Motor right

WeiTronic Combio-868 MA remote controlled receiver

Sensors:

WeiTronic Aero-868 AC 230 WeiTronic Aero-868 Solar

WeiTronic Lumero-868

Handheld remote control unit:

WeiTronic Remoto 1 WeiTronic Remoto 5

WeiTronic Remoto 1M WeiTronic Remoto 5M

Crank mechanism left right

Length of handle (in cm)

80 100 120 140 160 180

200

Fax re-sent (please copy)

weinor The awning

Fax Cologne: + 49 (0) 2 21/59 70 94 36

Order from (please use rubber stamp)

Customer number

weinor field sales representative

Order

Date of order

Customer’s prefered date of delivery

Delivery address (if different from above)/other

Fabric
Pattern No. Fabric sewn with PTFE yarn

Valance
Standard; Shape No. 3, suitably fitted. Height: 20 cm; 

30 cm for MiniMax

Shape No. Quantity

Height special request Tape No.

Accessories
weinor Tempura heating system

(Please use the separate Accessories Order Form)

weinor Light Bar Lux
(Please use the separate Accessories Order Form)

Powder coating

RAL colour

Trendy conservatory colour/

other structure colour

Colour-contrasting box and front rail end caps for 

Cap, I/K 2000 and Semina
RAL 9016 RAL 9006 RAL 5017

RAL 1003 RAL 6005 weinor 7319

The order is subject to weinor’s applicable conditions of 

supply and payment:

Signature

weinor Awnings order form
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