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Light bar Lux Design wiring/connection diagram

1. Plug mains lead with free
Hirschmann plug into first
Light bar Lux Design

2. Plug end of connecting cable
externally into the second
Hirschmann connector of the
same light bar

3. Plug Hirschmann connector of
the connecting cable into the
Hirschmann plug of the next
Light bar Lux Design

4. Repeat steps 2 & 3 for each
additional light bar

first light bar first to last-but-one light bar last light bar

Length, depending on version
1 m or 2 m

Length, depending on version
1 m or 2 m
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(View of inside without cover sections)
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Exploded drawings of the Light bars Lux /Lux Design

Lamp unit

Lower
part

Transformer

WeiTronic dimmer
Combio-868 LD

Upper part

Hirschmann plug-in connection
STAK3 + STAS3 + STASI3

Spring clip

Double wire grommet

Cap

Fastening
clamp H3

Bracket for
relieving tension

and earth

Top plate

Bottom section

Cylinder lamp
complete bottom section

Hirschmann plug with
clip STAS3 + STASI3

Hirschmann plug connection
STAK3 + STAS3 + STASI3

Lamp clamping plate 30

Transformer

Fixing plate

Top section

WeiTronic dimmer
Combio-868 LD

Fixing
clip H3

Cable grommet
with spigot

Top plate cable

Blade terminal 6.3

Earth cable with
spade connector 6.3
and ring cable connector

6.5 m mains lead
with earthed plug
and with Hirschmann
socket STAK3

Light bar Lux

Light bar Lux Design 



Heating system Tempura

with universal bracket
for Opal range

Quantity

Powder coating

RAL colour

Trendy conservatory colour/
other structural colour

Accessories
6.5 m mains connection lead

Remote controlled receiver
WeiTronic Combio-868 HD 1.5 kW 
(remote controlled heating dimmer incl. 6.5 m mains
connection lead)

WeiTronic AstroTec-868 
(for timer switching the Tempura, in conjunction with 
a WeiTronic remote controlled receiver)

Handheld remote control unit
WeiTronic Remoto 1 WeiTronic Remoto 5

WeiTronic Remoto 1M WeiTronic Remoto 5M

Light bar Lux Light bar Lux Design

Quantity Quantity

Width cm Width cm

Powder coating

RAL colour

Trendy conservatory colour/
other structural colour

Cable exit (seen from outside; only Light bar Lux)
left right

Accessories
Roof fixing set 
(only for Light bar Lux)

2.5 m cable track with adhesive tape

Adjustable bracket 
(only for Light bar Lux Design)

Connecting cable 2 x 1.0 m 
(only for Light bar Lux Design)

Remote controlled receiver
WeiTronic Combio-868 LD 
(remote controlled lighting dimmer)

Handheld remote control unit
WeiTronic Remoto 1 WeiTronic Remoto 5

WeiTronic Remoto 1M WeiTronic Remoto 5M

Fax re-sent (please copy)

weinor The awning
Fax Cologne: + 49 (0) 2 21/59 70 94 36

Order from (please use rubber stamp)
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